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EVERYTHING YOU NEED TO KNOW
Thi s manual has gui d eli nes for keepi ng your pyrof loo r in p e ak
cond i ti on, f rom routi ne cleani ng to stai n removal.

Everything needs maintenance
Fortunately, your Pyrafloor finished concrete floor needs less than most. There are three basic parts
to keeping your new floor in top condition:
•
Cleaning
•
Refreshing/Revitalizing
Cleaning is obvious. Daily sweeping or mopping helps keep dirt and grime from building up. Of
course, clean up spills of anything as soon as they happen. Your Pyrafloor floor is harder and denser
that most, so it resists spills better then most. Floors protected with C2 Seal™ are even more resistant
– but clean spills up as soon as you can anyway. Weekly or twice weekly cleaning with C2
Maintenance™, along with daily cleaning with C2 Clean™, keeps your Pyrafloor floor in top condition.
Refreshing is just running a dry high-speed burnisher over the C2 Seal™ or C2 Ultra Seal™ protected
floor. This is usually enough, week to week or month to month, to pop that shine right back to “new.”
Of course, it’ll take some high traffic levels to wear the gloss down enough to where you’ll need to
refresh.

KE E PI N G YOU R
F LOO R LO O K I NG
N E W.
Your new Pyrafloor floor has a density, hardness and appearance
unmatched by any other floor of its kind. With proper care it will last
the life of the building. But like anything else – your car, your house,
even you! – your Pyrafloor floor needs a little attention from time to
time to make sure it’s bearing up under the demands you place on it.
This manual has guidelines for keeping your Pyrafloor floor in peak
condition, from routine cleaning to stain removal. Your new Pyrafloor
floor meets documented standards for dust proofing,
water-resistance, hardness, gloss and slip-resistance.

Revitalizing means reapplying a thin coat of C2 Seal™ or C2 Ultra Seal™ and burnishing it in. Doing this
a couple times a year – or more if needed – makes sure the floor’s gloss level stays high.
Maintenance Scheduling
You’ll probably appreciate the fact the coating gets re-applied without your having to strip the old
coat. And even when revitalizing is needed to bring back the gloss, the protective qualities of C2
Seal™ or C2 Ultra Seal™ are still in full force.

TESTING
M ak i n g s ure yo u test the f l oo r o n a regul a r ba s is,
care fo r i t a nd m a inta ining i ts co n ditio n .
Testing – When your Pyrafloor applicator installed your floor, it was tested to meet your
Expectations. How long should it meet those
standards? Your floor will meet those standards for as long as you take care of it. Just to be on the safe
side, though, inspect and test the floor
regularly in the same way it was tested when new.
If test results meet or exceed the standards set when the floor was new –congratulations! You’re
doing a fine job! If the test results dip below those standards, you probably need to tweak your maintenance program a little. Usually that means cleaning and refreshing/revitalizing more often. It’s just like
your car -- regular maintenance keeps it running right. For your Pyrafloor floor, cleaning,
refreshing/revitalizing, and testing need to be done regularly. How regularly depends on two things:
The appearance you want.
The performance you demand.
If your brilliant, highly polished floor gets thousands of visitors daily, you’ll probably want
to clean, refresh and revitalize more often then the owner of a steel-troweled floor in a
warehouse. It really depends on you.
Your Pyrafloor Factory-trained Applicator can advise you on what you’ll need to do to keep the appearance you want in the face of your floor’s workload. Regular testing provides more feedback on how your
maintenance program is doing.

SIM P LE
T IP S.
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Fit protective pads
to chairs & tables.
Castor legs should
be fitted into
castor cups.

Avoid direct heat
from free standing
heaters

Use a dry mop
regularly.
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Spills should be
cleaned up straight
away to avoid
penetration or
damage.

At no point should
a steam mop be
used on your
Machine Polished
Floor.

When washing your
floor always leave
the kitchen until
last and have door
mats at all doors.

MAINTENANCE
SCHEDULING
R o u t i n e cl ea ning is im po r ta nt fo r k eepin g yo ur P y ra fl o o r fl o o r
pe r for mi n g at l ik e - new st a nd a rds fo r th e l ifetim e o f th e fl o o r.
Al ways clea n w it h C 2 M a inten a n ce™ a n d C2 Cl ea n ™. Th ey ’re m a d e
fo r P y raf lo o r f l o o r s. S ee t he pro duc t data s h eets fo r co m pl ete
a p p l i cat i o n inst r u c tio ns.

Routine Cleaning Tips
1. Clean up spills as fast as possible. Less time on the floor means less chance of stains.
2. Pick up large debris by hand.
3. Sweep or dust-mop entire floor.
4. Auto-scrub entire floor.
a. Dilute the cleaners one 120mL PAX per 10 Litres of clean water in an auto-scrubber with
moderate pressure.
i . Choose pad based on manufacturer recommendations.
ii. Auto-scrubbing with C2 Maintenance™, which contains lithium-silicate, helps the pads burnish
the floor.
b. Dilute cleaners 120mL PAX per 7.5 Litres of clean water for above average levels of dirt.
c. Use a mop for hard-to-reach areas or if you
don’t have an auto-scrubber.

Not Recommended
•
Any type of bleach detergent, as this tends to start breaking down the surface.
•
Any acid-based products such as vinegar or ammonia.
•
Any type of abrasive cleaning cloths such as scouring pads or scrubbers.
•
Harsh cleaning detergents on these surfaces as it will diminish the gloss of the surface and may
leave unsightly scuffmarks because of the abrasive qualities of these detergents.
Never use acidic or alkaline cleaners on Pyrafloor floors.
Stains and spills
Penetrating Stains (i.e. oil, red wine) These types of products can leave a discoloured or darkened area
by attaching to the pores in the concrete. These stains can be minimized by timely clean up but if left on
the surface for a period can darken and discolour the area.
Reactive stains (i.e. orange juice, acids) These types of products can etch the surface if not cleaned up
in a timely manner. In the case of harsh acids etching can occur instantly.
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